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1
METHODS AND APPARATUS FOR USING A
GEOMETRY INDICATOR IN HETNET
DEPLOYMENTS

CROSS REFERENCE TO RELATED
APPLICATIONS

This patent application claims the benefit of International
Patent Application No. PCT/CN2012/080802, filed Aug. 30,
2012. The entire content of the before-mentioned patent
application is incorporated by reference as part of the disclo-
sure of this application.

BACKGROUND

This document relates to cellular telecommunication sys-
tems, especially to a heterogeneous network where one or
more low-power nodes are deployed in a macro base station’s
coverage.

Cellular communication systems are being deployed all
over the world to provide not only voice services, but also
mobile broadband data and multimedia services. There is an
ever-growing need for higher bandwidth because new mobile
applications are continuously being released that consume
higher and higher amount of data, e.g., for video and graphics.
As mobile system operators deploy these bandwidth-hungry
applications and increase the geographic areas covered by
broadband mobile services, there is an ongoing need to cover
every square inch of an operator’s coverage area with high
bandwidth connectivity.

As the spectrum efficiency for the point-to-point link
already approaches its theoretical limit, one way is to split big
cells into smaller and smaller cells. When the cell becomes
closer to each other, the adjacent cell interferences become
more severe, the cell splitting gain saturates. Furthermore,
nowadays it is more and more difficult to acquire new sites to
install base stations for the operators and the costs are also
higher and higher. Therefore, cell-splitting cannot fulfill the
bandwidth demands.

Improvements to the operation of cellular wireless net-
works are needed.

SUMMARY

This document describes technologies, among other
things, for enabling improved co-existence of low power
nodes and macro base stations in a heterogeneous network
deployment.

In one aspect, methods, systems and apparatus are dis-
closed for estimating a first power level of a first signal
received from a first node, estimating a second power level of
a second signal received from a second node, calculating a
path loss difterence value using the first power level estimate
and the second power level estimate and adjusting, using the
path loss difference value, a third power level of an initial
preamble signal transmission to the first node.

In another aspect, methods, systems and apparatus are
disclosed for implementation in a heterogeneous network that
includes at least one macro node configured to transmit a
synchronization signal in a pre-defined set of time-frequency
transmission resources, including refraining from transmit-
ting signals using the pre-defined set of time-frequency trans-
mission resource and transmitting a geometry indicator signal
at time-frequency transmission resources non-overlapping
with the pre-defined set of time-frequency resources, wherein
the geometry indicator signal is transmitted at a power level

10

15

20

25

30

35

40

45

50

55

60

65

2

lower than that of the synchronization signal and wherein the
geometry indicator signal carries a transmitting node identi-
fication.

In yet another aspect, a heterogeneous wireless system is
disclosed. The system includes a macro base station, a micro
(low power node LPN) base station and a user equipment
(UE). The macro base station is configured to transmit syn-
chronization signals using a first set of transmission
resources. The micro base station is configured to refrain
from transmissions in the first set of transmission resources.
The micro base station transmits a geometry indicator signal
in a second set of transmission resources that share at least
some OFDM symbols with the first set of transmission
resources. The UE is configured to receive the synchroniza-
tion signal and the geometry indicator signal and calculate a
path loss difference that is used to back-oft power of an initial
transmission preamble (e.g., during random access proce-
dure) to the macro base station.

These and other aspects, and their implementations and
variations are set forth in the drawings, the description and the
claims.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 depicts a wireless HetNet deployment scenario.

FIG. 2 depicts a wireless HetNet deployment that uses a
geometry indicator.

FIG. 3 depicts a transmission resource allocation graph in
which certain resource elements (REs) are assigned to trans-
mission of a Geometry Indicator signal.

FIG. 4 depicts the allocation of REs to Geometry Indicator
signal transmissions.

FIG. 5 is a flow chart representation of a process of facili-
tating operation of a low power network node.

FIG. 6 is a block diagram representation of a wireless
network apparatus.

FIG. 71is a flow chart representation of a process of wireless
communications.

FIG. 8 is a block diagram representation of a wireless
network apparatus.

Like reference symbols in the various drawings indicate
like elements.

DETAILED DESCRIPTION

The techniques disclosed in this document, in one aspect,
improve the operation of a heterogeneous network (HetNet)
by facilitating controlling power of signal transmission from
a user equipment (UE) by transmitting to the UE signals that
allow the UE to estimate a geometry of deployment (e.g., how
close a low power node is to the UE, compared to the macro
cell base station).

Recently, a new type of network deployment so-called
HetNet (Heterogenous Network) is proposed and attracts a lot
of interests and efforts in the industry. In HetNet, another tier
consisting of multiple low-power nodes, or micro base sta-
tions, is added onto the existing macro base stations coverage
area. In some configurations, the macro base station works as
a master and the low power nodes work as slaves (e.g., follow
transmission schedule controlled by the master) in order to
have better interference managements and resource alloca-
tion etc.

FIG. 1 shows a typical HetNet deployment 100 that
includes a macro base station 102, a low power node 104 and
a UE 106. In HetNet deployment, if a UE 106 is close to one
low power node 104, its uplink transmit power may be unnec-
essarily high before it establishes a connection with the net-
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work and lowers its transmit power by uplink power control
loop. On one hand, this unnecessary high transmit power
generates the uplink co-channel interferences thus introduces
certain detriments to the uplink capacity. On the other hand,
this unnecessary high transmit power might reduce the per-
formance or even block the receive chain completely at the
low power node which it is close to.

In the present document, a geometry indicator is disclosed
to help a UE 106 to find out its approach to one low power
node to which it is close. The geometry indicator is only
transmitted by the low power nodes, and the macro base
station does not transmit the indicator. The UE 106 detects the
geometry indicator at the same time when it performs syn-
chronization to the network. As a detection result, both the
received synchronization channel from the macro station 102
and the received geometry indicator from low power nodes
104 are measured after the UE 106 is synchronized to the
network. Thus the power difference can be measured between
the geometry indicator and the synchronization channels.
Then a path-loss difference is obtained by compensating the
measured power difference with a broadcast parameter which
shows the transmit power difference between the synchroni-
zation channel and the geometry indicator.

The path-loss difference can be used by the UE 106 after-
wards, for example, to set the transmit power back-off when
it starts to send PRACH (physical random access channel)
preamble, or to set the transmit power back-off when it sends
SRS (sounding reference signal) symbols, etc.

The path-loss difference measured by the UE 106 can also
be reported to the macro base station 102 in different configu-
rations, for example, actively, periodically or at the request
from the macro base station. The macro base station 102 uses
the reported path-loss difference as an auxiliary information
to the scheduler, e.g., to determine which UE 106 should be
served etc.

Example embodiments using [.ong Term Evolution (LTE)
deployment scenarions are discussed, but the scope of the
disclosed techniques is not limited to LTE, and it can be used
in other types of cellular HetNet communication systems.
Furthermore, the terms used in this specification are generally
consistent with their usage in the currently published versions
of 3GPP documents TS 36.211 (version 10.5) and TS 36.212
(version 10.6), the relevant portions of which are incorpo-
rated in this document by references.

With reference to FI1G. 2, the operation of a HetNet 200 that
uses a geometry indicator is disclosed.

(1) Primary synchronization signal and secondary syn-
chronization signal (PSS/SSS) 202 is transmitted only by the
macro base station 106 as normally, but not in the low power
nodes 104. For example, in LTE networks, PSS/SSS 202 is
located at slot 0 and slot 10 respectively in one radio frame;

(2) Geometry Indicator 204 is only transmitted by the low
power nodes 104:

One embodiment example is as follows:

Sequence

1) Only one sequence indicating the geometry indicator for
all LPNs 104. And the geometry indicator could be a pre-
defined 32-bit sequence. For example, one of the control
frame indicator (CFI) sequences can be reused as the geom-
etry indicator, for example, the first CFI sequence:

<0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,

1,1,0,1> Eq (1)

2) There are several predefined sequences and each
sequence corresponds to the LPN ID or group ID. For
example, all of the CFI sequences can be reused as the geom-
etry indicator.
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Time-frequency Plane Location

In LTE, in one radio frame (10 ms), there are 20 Resource
Elements (REs) unused at the same orthogonal frequency
domain multiplexing (OFDM) symbols as PSS and SSS 202
located. Therefore 16 REs of them is used for the geometry
indicator 204. And in order to have less impact on the syn-
chronization channels, the rest 4 REs are used to separate
geometry indicator and the synchronization channels. This
arrangement is depicted in FIG. 3.

With reference to FIG. 3, REs are plotted along time axis
(horizontal) and frequency axis (vertical) with RE group 302
and 304 showing the unused subcarriers in OFDM symbols
used by primary and secondary synchronization signals.

FIG. 4 shows an enlarged view of RE groups 302 and 304.
REs 402 correspond to the REs usable by geometry indicator
signals. REs 404 are used by PSS and REs 406 are used by
SSS. REs 408 can be optionally used to provide separation
between PSS/SSS and geometry signal transmissions. In one
beneficial aspect, REs 408 help mitigate any backward com-
patibility issue with UEs that are expecting no energy trans-
mission in the REs 402.

Modulation

The 32-bit sequence is QPSK modulated to be carried on
the 16 REs.

Another embodiment example is:

The geometry factor carries L bits LPN ID. The L-bit LPN
ID is at first encoded into M bits, then M bits are modulated
into Q symbols, and the Q symbols are finally mapped to Q
physical REs whose relative positions to PSS/SSS are fixed
and known by UEs.

(3) UE performs the synchronization as normally

(4) When UE obtains the synchronization to the found cell,
it detects/decodes the geometry indicator at the same OFDM
symbols as the found synchronization channels.

(5) UE measures the power difference APg=P,, s,
between the synchronization channels and the geometry indi-
cator.

(6) UE reads MIB and other SIBs to get the transmit power
difference between the synchronization channels and geom-
etry indicator Ts=Ps,,,,~Pss

(7) UE calculates the path-loss difference APL.,,,,=PL.
PL, . as:

macro™

APLyy = (Psynch = Prx_syneh) = (Pai = Prc_ct) Eq (2)

= (Psynen = Par) + (Pox_ct = Prx_syncn)

=Tsc + APsg

(8) The path-loss difference APL,,, is used for lower the
initial preamble transmit power and SRS symbol transmit
power etc.

(9) The measured path-loss difference can be sent to the
network actively, periodically or at the request by the net-
work. For example, the path-loss difference can be an auxil-
iary input to the network for locating the UE.

(10) UE can also report the decoded LPN ID to the network
actively, periodically or at the request by the network. For
example, the LPN ID can be an auxiliary input to the network
for locating the UE.

In some implementations, multiple LPNs may coordinate
with each other to form a group that is represented by a group
ID. These LPNs may coordinate to transmit an identical
geometry indicator signal in the REs 402 using the shared
group ID for identification. The power of geometry indicator
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signal may be adjusted downwards so that the additive effect
of transmissions from all LPNs at the UE does not exceed a
pre-determined threshold.

In a typical deployment scenario, the LPNs may be
deployed to facilitate the operation of a UE in a range between
1 meter to 40 meters. In typical deployment scenarions, based
onthe path characteristics, UE operation may resultina 20 dB
to 6 dB backoff in power from the peak random access pre-
amble transmission power.

FIG. 5 is a flow chart representation of a process 500 for
operating a wireless device in a wireless network. At 502, a
first power level of a first signal received from a first node is
estimated. For example, in some embodiments, the first signal
may include synchronization signals, such as the above-dis-
cussed primary and secondary synchronization signals. At
504, a second power level of a second signal received from a
second node is estimated. The second signal may correspond
to, for example, geometry indicator signal transmitted by an
LPN. At 506, a path loss difference value is calculated using
the first power level estimate and the second power level
estimate. The path loss difference value may be calculated,
e.g., as discussed with respect to Eq. (2). At 508, using the
path loss difference value, a third power level of an initial
preamble signal transmission to the first node is adjusted. As
previously discussed the adjustment could typically in the 6
dB to 30 dB range. For example, as discussed above, the path
loss difference value is used to lower the initial preamble
transmit power. Optionally, the path-loss difference value
may be communicated to the first node on a periodic or
on-demand basis.

FIG. 6 is a block diagram representation of an apparatus
600 operable in a heterogeneous wireless network. The mod-
ule 602 is for estimating a first power level of a first signal
received from a first node. The module 604 is for estimating
a second power level of a second signal received from a
second node. The module 606 is for calculating a path loss
difference value using the first power level estimate and the
second power level estimate. The module 608 is for adjusting,
using the path loss difference value, a third power level of an
initial preamble signal transmission to the first node. The
apparatus 600 and modules 602, 604, 606 and 608 may fur-
ther be configured to implement one or more of the disclosed
techniques.

FIG. 7 is a flow chart representation of a process 700 of
wireless communications for implementation in a heteroge-
neous network that includes at least one macro node config-
ured to transmit a synchronization signal in a pre-defined set
of time-frequency transmission resources. At 702, no trans-
mission of signals at time-frequency transmission resources
non-overlapping with the pre-defined set of time-frequency
resources is performed. In other words, operation of anode is
controlled such that no RF energy is radiated at these
resources. For example, as discussed above, an LPN may be
operated to refrain from transmitting PSS/SSS signals. At
704, a geometry indicator signal is transmitted at time-fre-
quency transmission resources non-overlapping with the pre-
defined set of time-frequency resources. As disclosed with
respectto FIGS. 3 and 4, the REs used for geometry indicator
signal transmissions may occupy the same OFDM symbols as
PSS/SSS. There may be a separation (i.e., REs on which no
signals are transmitted) to facilitate backward compatibility.
The geometry indicator signal is transmitted at a power level
lower than that of the synchronization signal. The geometry
indicator signal carries a transmitting node identification.

FIG. 8 is a block diagram representation of a portion of a
wireless communication apparatus for operation in a hetero-
geneous network that includes at least one macro node con-
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figured to transmit a synchronization signal in a pre-defined
set of time-frequency transmission resources. The module
802 is for refraining from transmitting signals using the pre-
defined set of time-frequency transmission resource. The
module 804 is for estimating a second power level ofa second
signal received from a second node. A path loss difference
value is calculated using the first power level estimate and the
second power level estimate. Using the path loss difference
value, a third power level of an initial preamble signal trans-
mission to the first node is adjusted. The apparatus 800 and
modules 802, 804, may further be configured to implement
one or more of the disclosed techniques.

It will be appreciated that various techniques are disclosed
for improved operation of macro and micro (low power)
nodes in a heterogeneous network are disclosed.

It will further be appreciated that the disclosed techniques
enable backoff ofuplink power transmission, based on down-
link signal powers received from two different base stations.
The received signals may occupy non-overlapping REs on
same OFDM symbols within a transmission frame, with
optional separation between the REs.

It will further be appreciated that the geometry indicator
signal can be designed to allow low power nodes to indicate
their identities or identities of groups to which they belong, by
coding the geometry indicator signal using a code. The use of
a code such as the CFI helps reduce complexity because UEs
already generate CFI codes for other operations in LTE.

The disclosed and other embodiments and the functional
operations described in this document can be implemented in
digital electronic circuitry, or in computer software, firm-
ware, or hardware, including the structures disclosed in this
document and their structural equivalents, or in combinations
of one or more ofthem. The disclosed and other embodiments
can be implemented as one or more computer program prod-
ucts, i.e., one or more modules of computer program instruc-
tions encoded on a computer readable medium for execution
by, or to control the operation of, data processing apparatus.
The computer readable medium can be a machine-readable
storage device, a machine-readable storage substrate, a
memory device, a composition of matter effecting a machine-
readable propagated signal, or a combination of one or more
them. The term “data processing apparatus” encompasses all
apparatus, devices, and machines for processing data, includ-
ing by way of example a programmable processor, a com-
puter, or multiple processors or computers. The apparatus can
include, in addition to hardware, code that creates an execu-
tion environment for the computer program in question, e.g.,
code that constitutes processor firmware, a protocol stack, a
database management system, an operating system, or a com-
bination of one or more of them. A propagated signal is an
artificially generated signal, e.g., a machine-generated elec-
trical, optical, or electromagnetic signal, that is generated to
encode information for transmission to suitable receiver
apparatus.

A computer program (also known as a program, software,
software application, script, or code) can be written in any
form of programming language, including compiled or inter-
preted languages, and it can be deployed in any form, includ-
ing as a stand alone program or as a module, component,
subroutine, or other unit suitable for use in a computing
environment. A computer program does not necessarily cor-
respond to a file in a file system. A program can be stored in
a portion of a file that holds other programs or data (e.g., one
or more scripts stored in a markup language document), in a
single file dedicated to the program in question, or in multiple
coordinated files (e.g., files that store one or more modules,
sub programs, or portions of code). A computer program can
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be deployed to be executed on one computer or on multiple
computers that are located at one site or distributed across
multiple sites and interconnected by a communication net-
work.

The processes and logic flows described in this document
can be performed by one or more programmable processors
executing one or more computer programs to perform func-
tions by operating on input data and generating output. The
processes and logic flows can also be performed by, and
apparatus can also be implemented as, special purpose logic
circuitry, e.g.,an FPGA (field programmable gate array) or an
ASIC (application specific integrated circuit).

Processors suitable for the execution of a computer pro-
gram include, by way of example, both general and special
purpose microprocessors, and any one or more processors of
any kind of digital computer. Generally, a processor will
receive instructions and data from a read only memory or a
random access memory or both. The essential elements of a
computer are a processor for performing instructions and one
or more memory devices for storing instructions and data.
Generally, a computer will also include, or be operatively
coupled to receive data from or transfer data to, or both, one
or more mass storage devices for storing data, e.g., magnetic,
magneto optical disks, or optical disks. However, a computer
need not have such devices. Computer readable media suit-
able for storing computer program instructions and data
include all forms of non volatile memory, media and memory
devices, including by way of example semiconductor
memory devices, e.g., EPROM, EEPROM, and flash memory
devices; magnetic disks, e.g., internal hard disks or remov-
able disks; magneto optical disks; and CD ROM and DVD-
ROM disks. The processor and the memory can be supple-
mented by, or incorporated in, special purpose logic circuitry.

While this document contains many specifics, these should
not be construed as limitations on the scope of an invention
that is claimed or of what may be claimed, but rather as
descriptions of features specific to particular embodiments.
Certain features that are described in this document in the
context of separate embodiments can also be implemented in
combination in a single embodiment. Conversely, various
features that are described in the context of a single embodi-
ment can also be implemented in multiple embodiments sepa-
rately or in any suitable sub-combination. Moreover,
although features may be described above as acting in certain
combinations and even initially claimed as such, one or more
features from a claimed combination can in some cases be
excised from the combination, and the claimed combination
may be directed to a sub-combination or a variation of a
sub-combination. Similarly, while operations are depicted in
the drawings in a particular order, this should not be under-
stood as requiring that such operations be performed in the
particular order shown or in sequential order, or that all illus-
trated operations be performed, to achieve desirable results.

Only a few examples and implementations are disclosed.
Variations, modifications, and enhancements to the described
examples and implementations and other implementations
can be made based on what is disclosed.

What is claimed is:

1. A method of wireless communications for implementa-
tion in a heterogeneous network that includes at least one
macro node configured to transmit a synchronization signal in
a pre-defined set of time-frequency transmission resources,
the method comprising:

refraining from transmitting signals using the pre-defined

set of time-frequency transmission resource; and
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transmitting a geometry indicator signal at time-frequency
transmission resources non-overlapping with the pre-
defined set of time-frequency resources;

wherein the geometry indicator signal is transmitted at a
power level lower than that of the synchronization sig-
nal, and

wherein the geometry indicator signal carries a transmit-
ting node identification;

wherein the transmitting node identification is encoded
using a control frame indicator (CFI) sequence.

2. The method of claim 1, wherein the time-frequency
transmission resources for the geometry indicator use
orthogonal frequency domain multiplexing (OFDM) sym-
bols used by the pre-defined set of time-frequency transmis-
sion resources.

3. The method of claim 1, wherein the transmitting node
identification comprises a group identification.

4. A wireless communication apparatus for operation in a
heterogeneous network that includes at least one macro node
configured to transmit a synchronization signal in a pre-de-
fined set of time-frequency transmission resources, the appa-
ratus comprising:

a controller that refrains from transmitting signals using
the pre-defined set of time-frequency transmission
resource; and

a transmitter that transmits a geometry indicator signal at
time-frequency transmission resources non-overlapping
with the pre-defined set of time-frequency resources;

wherein the geometry indicator signal is transmitted at a
power level lower than that of the synchronization sig-
nal, and

wherein the geometry indicator signal carries a transmit-
ting node identification;

wherein the transmitting node identification is encoded
using a control frame indicator (CFI) sequence.

5. The apparatus of claim 4, wherein the time-frequency
transmission resources for the geometry indicator use
orthogonal frequency domain multiplexing (OFDM) sym-
bols used by the pre-defined set of time-frequency transmis-
sion resources.

6. The apparatus of claim 4, wherein the transmitting node
identification comprises a group identification.

7. A non-transitory, processor-readable medium having
processor-executable instructions stored thereon, the instruc-
tions, when executed, causing a processor to facilitate opera-
tion of a micro node in a heterogeneous network that includes
at least one macro node configured to transmit a synchroni-
zation signal in a pre-defined set of time-frequency transmis-
sion resources, the instructions comprising:

instructions for refraining from transmitting signals using
the pre-defined set of time-frequency transmission
resource; and

instructions for transmitting a geometry indicator signal at
time-frequency transmission resources non-overlapping
with the pre-defined set of time-frequency resources;

wherein the geometry indicator signal is transmitted at a
power level lower than that of the synchronization sig-
nal, and

wherein the geometry indicator signal carries a transmit-
ting node identification;

wherein the transmitting node identification is encoded
using a control frame indicator (CFI) sequence.

8. A wireless communication apparatus for operation in a
heterogeneous network that includes at least one macro node
configured to transmit a synchronization signal in a pre-de-
fined set of time-frequency transmission resources, the appa-
ratus comprising:
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means for refraining from transmitting signals using the
pre-defined set of time-frequency transmission
resource; and

means for transmitting a geometry indicator signal at time-
frequency transmission resources non-overlapping with
the pre-defined set of time-frequency resources;

wherein the geometry indicator signal is transmitted at a
power level lower than that of the synchronization sig-
nal, and

wherein the geometry indicator signal carries a transmit-
ting node identification;

wherein the transmitting node identification is encoded
using a control frame indicator (CFI) sequence.
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